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COMPRESSIVE TESTS OF & MONOCOQUE BOX

By Walter Ramberg, Albert E. McPherson, and Sam Levy
SUMMARY

A monocogue box specimen of aluminum alloy was gub-
jected to end compression and the strains in the stringers
were measured up to loads at whioch permanent set became
noticeanble. The stringer strains at low loads agreed close-
1y with those computed from the assumption of uniform stress
digtribution. Buckling of the 0.026-inch sheet between
stringers and of the 0.075~inch shear web took place at
gtrosses in accord with theoretical values. Permanent set
becanme noticeable at a load of 115,200 pounds, correspond-
ing to an average sitringer stress of about 16,000 pounds
per square inch. The measured average strain above the
first buckling load was within 2 percent of the theoretlcal
gtrain as calculated from the dimensions of the box and ef-
fective width formulas due to Marguerre and to Cox.

INTRODUCTION

Compressive tests of a monocogue box specimen were
made as part of an investigation on monocogque boxes for
the National Advisory Committee for Asronautics. The in-~
vestlgation was authorized in July 1937 for the purpose of
studying the stress distribution and the deformation under
a number of different loading conditlons of a monocogque

box beam having dimensions within the rangse encountered in
design. :

Originally it was planned to test at lsast threse boxes?
the first one with greater reinforcement than customary in
design, the second with a representative amount of rein-
forcement, and the third with less than representative re-—
inforcement. The program was restricted to & single boxX of
representative design when it was found that the cost of
the specimens would be comparable with the cost of the on=~
tlre test program,
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It was decided to bogin with compressive tosts and to
follow with tests under transversc loads and possibdbly wiith
tosts under torsional loads,

The compressive tests wero desligned to glve informas-
tion on the following points:

1. Adequacy of the loading fixtures in producing an
approximately uniform strain distribution over the crosas
gsection of the specimen,

2+ Operation of special sitrain«gage equipment for
measuring stringer strains.

3e Maximum stress supporited by specimen wilthout ap-
preciadble permenent damacge.

4, Comparigon of load-compression curve with that
calculated from the dimensions of the box and the resultis
of panel tests vpreviously made at this Bureau (reference 1).

SPECIMEN

The over-gll dimensions and the design of the mono-
cogque box specimen are given in flgure 1. The dox was
fabricated from 24ST aluminum alloy; 0.075~inch sheet was
uged for the shear web sides, and 0.026-inch sheet re-
inforced by Z~stringers spaced 4 inches on centers was used
for the top and the bottom faces of the box. The sgtring-
ers wers fastened to the sheet by 1/8-inch brazier~head
rivets, spaced 7/8 inch on centers. The top and the bottom
faces of the box were nominally of the same design as end
compression panel 6 described in reference 1.

The cross-sectional area of the sheet material in the
box wasg estimatod as .

Ly = 2,12 sqguare inches
that of the ten strinzers, as

Agy = 1.33 square inches

and that of tho four corner posts as

A, = 5.01 square inches
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giving a total area _
A = Ag + Ast + Ac = 8,46 square inches

The retic of area of reinforcement to, total area was

f‘..s_.txi_":.g = 0,750

Particular cere was taken in reinforcing the ends of
the box to avoid concentration of the compressive and the
flexural loads on particular portions of the box. The re-
inforcements, consisting of steel angles and plates, are
shown in figures 1, 2, and 3. Pigure 3 also shows the con-—
struction of the bulkheads. :

Tensile and compressive stiress—strain curves of mate-
rial from the corner posts, the stringers, and the sheetl
used in assembling the monocoque box are shown 1in figures
4 and 5, The compressive properties of the corner posts
and the stringers were obtained from compresslive tests on
4~inch lengths of these members., The compressive proper-
ties of the sheet were obtained from pack tests (refersnce
2)e TYoung's modulus and the yield strength obtained from
the stress—strain curves are listed in %table I. The prop-
erties of the material appear to be typlical of 245ST alumi-
num alloy. —

TEST PROCEDURE

Pigure 6 shows the monocogue box spscimen mounted for
a compressive test betwesn the heads of a hydraulie test-
ing machine of 2,300,000~pound capacity. The following
procedure was used in mounting the specimen. A sealing
gtrip of l-inch sponge rubber was glued on the end pletes
A of the box %o provide the necessary space for a layer
of plaster of paris. The heads of the testing machine
were greased and covered with a layer of aluminum foil %o
prevent corrosive asction of the plaster of paris on the -
heads. The specimen was centered relative to the heads and
a sufficient load (about 200 pounds) was applled to reduce
the thickness of the sponge-rubber seal to one-half inch.
Plaster of paris mixed with a retarding agent was poured .
in at one end and was allowed to harden under load for 1
day. The. sealing strips were rcmowed and the procedure was
repeated to cast a 1lf/2<inch layer of plaster of paris on -
the other snd of the spocimens S '
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The uniformity of load distridbution over the section
of the specimen was checked by 16 Tuckerman optical strain
gages, which were attached to the stringers and the corner
Posts of the specimen as shown in figures 6 and 7.. The
strains in the four corner posts were measured over 10-
inch gage lengths with 2~inch Tuckerman straln gages hav-
ing an B-inch extension. The average straln in each one
of the five stringers on the "bottom" face of the specimen
was measured with a pair of Z2~inch Tuckerman strain gages.
One gage of each palr was mounted directly on the outer
flange of the stringer; the other gage had its gage points
connected to the inner flange of +the stringer by & spe-
cial transfer of the lever type to be described later,

The gages on the outor flange were held in place by C-
springs acting on the top of the gage and the under side
of the stringer flange. The lever transfers were held
agalnst the stringers by leaf springs of aluminum~alloy
sheet which were, in turn, connected to the supporting
channel C (fig. 7). The lever-and-gage combination was
suspended &t its center of gravity dy a thread attached to
channel C. Channel C was connected to the corner posts of
the specimen by a flexible mounting to prevent any eppre-
ciable stiffening of the specimen by the channel. One
palr of Tuckerman strain gages was attached in the sanme
manner to the middle gtringer on the "top" face of the box.

The lever-type transfer, which was designed for these
tests, is shown in figure 8 together with a 2-inch Tucker-
man strain gage. The transfer was made from a 2 3/8- by
1 1/4- by 5/16-inch bloek of tool steel by drilling two
Sel-millimeter holesg at B and €, with a thickness of metal
of 0,008 inch between the holes, and then cutting diagonal
slote, as shown, from the long sides of the block to the
holes. Sixzty-degree gage polnts were insorted at D and F,
2 inches apart. The weight of the transfor was reoduced by
drilling lightening holes 4.

Seven transfers of this construction were duilt and
each one of them was calibrated by applying a known rela-
tive displacement up to 0.010 inch to the points D and F
and medsuring the relative displacement between E and @
indicated by a 2-inch Tuckerman strain gage mounted on the
transfer. The ratio of the two displacements ranged fron
0.942 to 0,994. : - :

The transfer Jjust described should not be confused
with the parallel-motion transfer of the Meisse type (ref-
ersnce 3), of which geveral have also been constructed at
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the National Bureau of Standards. Unfortunately, only
three Meilsse transfers were available, and time did not
permit the construction of a sufficient number of addi-
tional transfers for these tests. The Meisse transfer has
2 wider field of application than the lever-type transfer
and the only remson for using the lever-type one was that
it could be constructed much more quickiy and cheaply and
that 1t was satisfactory for the anplication at hand.

The uniformity of load distribution near one end of
the box and the operation of the strain-gage eguipment
were. checked by mounting 12 gages on the bottom gside and
four on the top slide at a section about 27 inches from
that end of the box (fig. 6) and observing the changes in
strain corresponding to changes in load from O to 8,800
pounds. The measurements were repeated with 12 gages on
the top side and 4 on the bottom side for a section about
27 inches from the other end of the box. The sirains indi-
cated by the gages were equal within 'the srror of measure-
ment to the average strain computed from the load, the
cross~sectional area, and Young's modulus in compression
of the material (B = 10.8 X 10° pounds per sguare inch).
It was concluded that the method of mounting strain gages
and of applying the load was satisfactory and the compres-
slve tests were proceeded with.

The compressive tests were . made with all 16 stralin
gages mounted near the midsectlon of the specimen (fig. 9).
Strains were read for load increments of abdout 5,000
pounds, and the load was dbrought dback repsatedly to & low
valus for reading of permanent set.

The bowing normal to the shest of %the center stringer
between two bulkhezds on both the top and the bottom faces
of the box was measured with a dlal gage mounted on & port-
able frame. Such measurements.scemed desiradle to detect
any noticeable distortion of the seoction as a whole. The
buckling of the sheet between stringers and of the shear
wed was observed visually by suitable illumination. (See,
for instance, fig. 10, showing buckling of the sheet between
stringers.) ' ' :

"RESULTS
The measured stringer streins and the strains in the

four corner posts are .plotted for each load in figure 11,
Deviations from a uniform strain distribution became notice-
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able at a load of 20,000 pounds and they increased with
load until a maxinmum deviation of about 10 percent was
reached at .the highest load applied, 115,200 pounds. The
difference between extreme fiber straing and the average
strain 1n any gtringer attained 4 percent of the average
strain in the stringer. The gign of the difforemnce is seen
to alternate from stringer to stringer. This result sug-
gests a connection with the buckles in the sheet betwsen
stringers. The bucklos had a symmetrical pattorn (figs., 9
and 10) continuing across the stringers so that a crest

in one sheet bay corresponded to a trough in the adjacent
bay and vice versa. The twisting moments acting on the
stringers due to these duckles may set up secondary bend-
ing strains with alternating sign on adjacent gstringers
because of the restraint of the stringers by the rivet
line,

The average sbtrain in each stringer and the straln in
each of the four corner posts are plotted in figure 12 as
circles and squares, respectively. The average strain for
the entire sectlion was obtalned from these strains by mul~
tiplying sach strain by the cross~sectional area of the
structural element oa which the strain szages were mounted,
adding, and dividing the sum by the total area of the el-
ementg. This average strain is shown by crosses in figure
12, The individual straing are within 10 percent of the
average strain in all cases. Figure 12 also shows the per-
manent set indicated by the strain gages when the load was
reduced to & low wvalue. Thisg permanent set was consistent-
ly positive at a load of 115,200 pounds. The test was not
carried beyond thls load in order to leave the box undam-
aged for the tests under other types of locading. The averw
age sgtringer gtress at a load of 115,200 pounds was about
16,000 pounds ver square inch,

Buckling of_the sheet between sitringers was observdd
at a load of about 21,000 pounds, at which the average
stringer stress was about 2,500 pounds per square inch,
This result agrees with the buckling stress of 2,500 pounds
per square inch found for the shecet-stringer panel of the
samo design tested previously at this Bureau (reference 1,
Pe 42). The theoretical buckling stress for rizid clamp-—

ing at the stringer was found o be g, = 2,880 pounds

per square inch (reference 4, p. 345)., The wave length of
the duckles was about 4.8 inches, in close agroement with

the wave length of 4,7 inches observed in panel 6 of ref=-

erence 1, : .
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Buckling of the 0,075-inch shear web forming the
sides of the box was too gradual for visual observation
of the critical load. Deflection measurements at the cen-
ter of the web between web stiffeners indicated 2 rapid
increase in deflection beginning at% a load of 70,000 pounds.
Thig value corresponded to an average stress of about 8,800
pounds per square inch in the corner posts to which the webdb
wvas riveted. This result agrees with the theoretical duck-
ling stress of 8,800 pounds per sguare inch which was de-
rived from Timoshenko 's theory (reference 4) for a plate
having the dimensions of the shear wobd betweon bulkheads
(length = bulkhead spacing = 8.5 inches, width = 6.6 inches,
thickness = 0,075 inch) rigidly clamped along the edges
parallel to the load and simply supported along the loaded
edges.

The bowing of the middle stringer normal %o the shéet
was in every case too small to be measured (less than 0,002
inch between bulkheads).

The curves shown in figure 12 give relations bsitween
total load and average compressive strain caleculated as
follows. The total load was divided into three parts, the
load P, carried Dby the reinforcements, the load Py car-

ried by the 0.026«inch sheot between stringers, and the
load P, carried by the 0.075~inch shear web, The load

P, was calculated upon the assumption of simple compres-
sion: )

P, =A,Be = (Ao+Ags)Be=6,33%1,08 107 €=6840 (10%¢) (1)

The loads P, and P, were calculated from

P, =4gEe ¥ = 1,11 1.08 107¢ ¥ = 1200(10%) ¥
' -~=(2)
P, =.AzB¢ = 1,01 '1.08 107¢ E = 1090(10% ¢) ¥

where w/b is the ratio of effective width of sheet %o in-
itial width, This ratio i1s unity below the buckling load

of the sheet. Its value above the buckling load was calcu-
leted from two formulass, both of which had given good agree-
ment with the observed effectlve width for the panels de-—
scribed in reference 1. Curve A of figure 12 was compubed
from Marguerrel!s formule for a sheet of thickness + with
geimply supported edges (reference 1, p. 45)
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ala

X o_ t —-1/3
X 1.54 (;) ¢ (3)

and curve B was calculated from Gox'!'s formula for a sheet
-whose buckling stress o¢,, 1s known (reference 1, p. 44):

Eg E.Ql"- € =g_9_1:
T = 0.14 + 0.85 | ~ or = (4)

The buckling stress Oer in (4) was taken as the theoret~

“ical value for rigid clamping on the edges parallel to the
load, which, ag already mentioned, asgreed satisfactorily
with the observed buckling stress, l.e.:

Coy = 2,880 pounds per square inch for the shest be-~
tween gtringers _
Ocy = 8,800 pounds per squars inch for the shear wed

Substitution of these values in (4) and the ratios

/% = 0.,026/4 = 0.0065 for the sheet between stringers

%/b

in (3) zave the sheet loads (2) according to Marguerrels
and Cox's formulas. The total load P was then obtained
by adding this value to the load carried by the rsinfdérce-~
mentsg ’ _

0.075/6.6 = 0.,0114 for the shear web

il

P=F +F +5 (5)
The resulting load-compression curves A and B (fig. 12)
agreed with each other within 2 percent, Further, 1t is
soen that all the measured strains at the stringer cen-
troids were wilthin 13 percent of the calculated strains up
to the maximum load of 115,200 pounde, and that the aver-
age megsured strain at the midsection was within 2 percent
of the calculated straing up to a meximum load of 115,200
roundsa
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CONCLUSIONS

The following conclusions were drawn from the compres-
slve tests of the monocoque box specimen supplied for this
investigation.

1, The loading fixtures were adequdte in producing
uniform compressive strain over the section of the specimen,

2, The special equipment for measuring stringer
strains on a specimen of this type gave consistent and Tow-
producible results,

3« The 0,026-inch sheet between stringers buckled at
a stress of about 2,500 pounds per sguare inch and the
0+075~1inch shear web buckled at a stress of about 8,800
vpounds per square inch, These values were in agreement
with the theoretical buckling stresses for rigid clamplng
of the sheet at the edges parallel to the load. Permanent
set became noticeabdle at & load of 115,200 pounds; this
value corresponded to an average stress in the stringers
of about 16,000 pounds pedr square inch.

4, The measured strain at the stringer centroids
nsar the midsection of the box were within 10 percent of
the measured average strains up to the maximum load of .
115,200 pounds. The measured average strain at the mid-
section was within 2 percent of caleulated strain at all
loads up to the maximum load of 115,200 pounds. The calcu-
lated strain was obtained by dividing the load by the prod-
uvet of Young's modulus and effective cross—secitional area,
the effective area of the sheet being obtained from Mar-
guerreds formulae for a sheet with simply supported edges
and from Cox's formula for a sheet with knewn buckling
strain, These formulas had given effective widths in agreew.
ment with measured values for the panels described in Toechw =
nical Note No., 684,

National Bureau of Standards,
Washington, D. C., July 10, 1939,
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TABLE I. Mechanical Properities of Material

11

Yield strength Tensile Elongation
Young!s modulus (1b./sq. in.) strength in
Sample (1b./sq. in.) {offset=0.2 percent) |(1b./sq.in.)| 2 inches
Tension | Compression Tension |Compression (percent)
Carner angle|10,4X10° 10. 8X10° 48,000 42,000 61, 600 21
Stringer 2 |10.4 10.8 48,300 40,700 63,110 25
Stringer 1 |10.4 10.8 48,700 40,500 63,100 25
0.075~-inch
shear web [10.5 10.7 53,700 44,000 70,020 20
0.026-inch
top end
bottom
plating 10,5 10.8 57,100 46, 800 73,500 18
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Tigure 3.~ Over-all view of monocoque box (end plate removaed).
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Figure 3.~ End view of monocoque box (end plate removsd).
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Fig. 7
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Figure 7~ Mounting of strain gages on stringers and corner pasts.
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Tgure 9.~ Monocoque box under load of 90,000 pounds
showing buckles 1n sheet.
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